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Technical Specifications

www.etapyachting.com

  Quality 
  Family Comfort 
  Safety 
  Energy Efficiency 
 
Our values, 
our strength.
 

LOA
LWL
Beam
Draft
Displacement
Ballast
Mastheight
Mainsail
Jib 
Spinnaker
Gennaker
P
E
I
J

     6,56 m 
      6,10 m
      2,49 m
      0,70 m / 1,30 m 
    1.230 kg / 1.180 kg    
      350  kg / 300 kg       
    10,40 m
    15,50 m2

      8,40 m2

             na  
      22,5 m2 / 34 m2

      8,180 m 
      3,280 m
      7,408 m
      2,076 m
        



The ETAP 21i has a surprisingly long water line (6,10 metres).

With a displacement of 1.180 kg (including a 300 kg keel), dual rudder controls and a full 

24 m2 of sail area, the ETAP 21i has great appeal for competitive sailors. 

The ETAP 21i is a superb family sailing yacht too: its superbly designed internal layout offers 

sleeping accommodation for 4 people, a roomy main cabin, a functional corner galley 

and ample stowage space. The ETAP 21i is easy to tow and offers effortless launching straight 

from the trailer when fitted with the ETAP tandem keel.

Safe, comfortable and fast: 
a thoroughbred ETAP


